






161 - Audible
Voltage 12/24 V AC/DC

Current consumption ≤ 175 mA

Tone type Multi-tone

Order no. 161 700 70

Mounting adapter
Base mounting 261 700 01

Base mounting with cable gland 261 700 02

Tube mounting 261 700 05

Bracket mounting with cable gland 261 700 06 

Bracket mounting 261 700 07

Horn 261 700 03

Always required!
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Mounting adapter
Base mounting 262 700 01

Base mounting with cable exit at side 262 700 02

Bracket mounting with cable gland 262 700 06

Bracket mounting with concealed cable entry 262 700 07

262 - Optical

TwinLIGHT TwinFLASH Rotating

Voltage 12/24 V AC/DC 12/24 V AC/DC 12/24 V AC/DC

Current consumption ≤ 700 mA ≤ 760 mA ≤ 550 mA

red
green
yellow
white
blue

262 110 70
262 210 70
262 310 70
262 410 70
262 520 70

262 120 70 
262 220 70 
262 320 70
262 420 70
262 520 70

262 140 70
262 240 70
262 340 70
262 440 70
262 540 70

Always required!

EvoSIGNAL - Maxi

Protection rating IP 66

Dimensions (Ø x H) 120 mm x 173 mm

Housing PC/ABS

Lens PC, transparent

Available versions Optical

Available light effects TwinLIGHT, TwinFLASH, Rotating

Cable entry Cable diameter 8-12 mm

Connection Push-In terminal max. 1,5 mm2

Fixing Base/Wall mounting

Flash/Blinking frequency 1 Hz
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Midi Signal Beacons - Base/Bracket mounting

Midi Beacons provide flexible signalling over medium distances. The high protection 

rating IP65 ensures the safe operation in many areas  –  both indoor and outdoor 

applications.

•	 Versatile light effects (permanent / blinking / rotating / flash / EVS)  

for a wide range of applications

•	 No moving mechanical parts, therefore unsusceptible to shock  

and vibration

•	 Maintenance-free operation and lower running costs due to low  

current consumption

Protection rating IP 65

Dimensions (Ø x H) 98 mm x 151 mm

Housing PC/ABS-Blend

Lens PC, transparent

Cable entry Cable diameter 5-7-mm

Connection Screw terminal 0,5 - 1,5 mm2

Service life of drive > 5.000 h

885 - Rotating Mirror Beacon
Installation position: Surface

Halogen bulb: G 6.35 20 W 12 V/24 V

Mirror rotation rate: 180 r.p.m.

Duty cycle: 100 % 

Halogen bulb included in assembly.

Voltage: 12 V DC 24 V AC/DC 115 V AC/ 115 V DC / 230 V AC/ 230 V DC

Current consumption: 1,9 A 1,0 A 0,4 A / 0,2 A / 0,2 A / 0,1 A

red 885 100 54 885 100 75 885 100 78

green 885 200 54 885 200 75 885 200 78

yellow 885 300 54 885 300 75 885 300 78

blue 885 500 54 885 500 75 885 500 78

yellow 885 310 54 885 310 75 885 310 78

blue 885 510 54 885 510 75 885 510 78
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Midi Signal Beacons - Tube mounting

Protection rating IP 65

Dimensions (Ø x H) 98 mm x 200 mm

Housing PC/ABS-Blend

Lens PC, transparent

Cable entry Cable diameter 5-7-mm

Connection Screw terminal 0,5 - 1,5 mm2

Service life of drive > 5.000 h

885 - Rotating Mirror Beacon
Installation position: As required

Halogen bulb: G 6.35 20 W 12 V/24 V

Mirror rotation rate: 180 r.p.m.

Duty cycle: 100 % 

Halogen bulb included in assembly.

Voltage: 12 V DC 24 V AC/DC 115 V AC/ 115 V DC/ 230 V AC/ 230 V DC

Current consumption: 1,9 A 1,0 A 0,4 A / 0,2 A / 0,2 A / 0,1 A

red 885 110 54 885 110 75 885 110 78

green 885 210 54 885 210 75 885 210 78

yellow 885 310 54 885 310 75 885 310 78

blue 885 510 54 885 510 75 885 510 78
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Maxi Signal Beacons

WERMA’s Maxi Beacons give flexible signalling over larger distances. The IP65 rated 

units are ideally suited for use in both indoor and outdoor applications.

•	 Versatile light effects (permanent / rotating / flash / EVS)  

for a wide range of applications

•	 Resistant to shock and vibration

•	 Maintenance-free operation and low running costs

Protection rating IP 65

Dimensions (Ø x H) 142 mm x 218 mm

Housing PC/ABS blend

Kalotte PC, transparent

Cable entry Cable diameter 5-7-mm

Connection Screw terminal 0,5 - 1,5 mm2

Duty cycle 100 %

Life duration Up to 50.000 h

Fixing Base mounting, Bracket/Tube mounting (accessory)

883 - Rotating Mirror Beacon
Drive: Wheel and disc drive, motor in centre of gravity 

Halogen bulb: G 6.35 35 W 12 V/24 V

Mirror rotation rate: 180 r.p.m.

Service life of drive: > 5.000 h

Duty cycle: 100 % 

Halogen bulb included in assembly.

Voltage: 12 V DC 24 V AC/DC 115 V AC/DC 230 V AC

Current consumption: 3 A 1,6 A 0,35 A 0,17 A

red 883 100 54 883 100 75 883 100 77 883 100 68

green 883 200 54 883 200 75 883 200 77 883 200 68

yellow 883 300 54 883 300 75 883 300 77 883 300 68

blue 883 500 54 883 500 75 883 500 77 883 500 68

Further colours and voltages on request.
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838 - Xenon Double Flash Beacon
Flash energy: 15 Ws

Flash frequency: C. 1 Hz

Life duration: 4 x 106 flashes

Voltage: 24 V DC 115 V AC 230 V AC

Current consumption: 800 mA 400 mA 200 mA

red 838 100 55 838 100 67 838 100 68

yellow 838 300 55 838 300 67 838 300 68

884 - Revolving Signal Beacon
Drive: Wheel and disc drive, motor in centre of gravity 

Halogen bulb: G 6.35 35 W 12 V/24 V

Mirror rotation rate: 60 r.p.m.

Service life of drive: > 5.000 h

Duty cycle: 100 % 

Halogen bulb included in assembly.

Voltage: 24 V AC/DC 230 V AC

Current consumption: 1,6 A 0,17 A

red 884 100 75 884 100 68

green 884 200 75 884 200 68

yellow 884 300 75 884 300 68

blue 884 500 75 884 500 68

Halogen bulb included in assembly.

Accessories - 883 + 884
Plastic bracket for wall mounting 975 883 06

Adaptor for tube mounting 975 883 09

Base for tube mounting 975 840 91

Tube, Ø 25 mm, 100 mm long 975 845 10

Tube, Ø 25 mm, 250 mm long 975 840 25

Wire guard, only for base mounting 975 883 08

SPARE PARTS:

Halogen bulb 35 W/12 V for 230 V AC, 12 V DC, 115 V AC/DC 955 883 34

Halogen bulb 35 W/24 V for 24 V AC/DC 955 883 35

39



FlexSQUARE - Square shaped beacons

The compact 853 LED beacon is particularly versatile. With an IP67 protection rating, it 

is suitable for all indoor and outdoor applications, even in harsh environmental condi-

tions.

• Powerful high-output, forward-directed light effect

• Clearly visible, also from the side

• Easy mounting and electrical installation thanks to the elastic, 

self-sealing, membranes or optional M20 cable gland for mounting 

on different sides

• Many combinations possible (traffic lights, for example)

• Where space is restricted: Multi-coloured version available, with up to 

seven colour

Protection rating IP 65

Dimensions (L x H x W) 85 mm x 85 mm x 72 mm

Housing PP-GF, black

Lens PC, transparent

Cable entry Cable diameter 5-7-mm

Fixing Wall, base and ceiling mounting

Equipment Elastic self-sealing membranes for cable entry without tools
Eight integrated M20 threads, no nuts required
Optional use of a cable gland,  thread length of cable gland ≤ 9 mm (ac-
cessory)

Assembly Incl. snap-on fi xing bracket (optional use)

Life duration Up to 50.000 h

853 -     LED Permanent Beacon
Connection: Screw terminal 0,5 - 1,5 mm2

Voltage: 12 V DC 24 V DC 48 V AC 115-230 V AC
Current consumption: < 180 mA < 80 mA < 35 mA < 40 mA
red 853 100 54 853 100 55 853 100 66 853 100 60

green 853 200 54 853 200 55 853 200 66 853 200 60

yellow 853 300 54 853 300 55 853 300 66 853 300 60

clear 853 400 54 853 400 55 853 400 66 853 400 60

blue 853 500 54 853 500 55 853 500 66 853 500 60

853 -     LED Permanent Beacon - multicolour
Connection: CAGE CLAMP® 0,5 - 1,5 mm2

Voltage: 24 V DC 115-230 V AC

Current consumption: < 150 mA < 35 mA

Multicolour 853 480 55 -

RGY (red, green, yellow) - 853 480 60
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853 -  LED EVS Beacon
Connection: Screw terminal 0,5 - 1,5 mm2

Voltage: 12 V DC 24 V DC 48 V AC 115-230 V AC

Current consumption: < 400 mA < 200 mA < 95 mA < 160 mA

red 853 120 54 853 120 55 853 120 66 853 120 60

green 853 220 54 853 220 55 853 220 66 853 220 60

yellow 853 320 54 853 320 55 853 320 66 853 320 60

clear 853 420 54 853 420 55 853 420 66 853 420 60

blue 853 520 54 853 520 55 853 520 66 853 520 60

153 - Siren
Connection: Screw terminal 0,5 - 1,5 mm2

Voltage: 12 V DC 24 V DC 48 V AC 115-230 V AC

Current consumption: < 150 mA < 100 mA < 150 mA
< 75 mA (115 V)
< 150 mA (230 V)

Order no. 153 000 54 153 000 55 153 000 66 153 000 60

Tone types and frequencies
Tone: Tone type:

1 Continous tone (c. 3000 Hz)

2 Horn tone  (c. 110 Hz)

3 1 Hz tone (c. 3,0 kHz)

4 20 Hz whistle tone (c. 3,0 kHz)

5 800 - 970 Hz rising @ 2 Hz

6 2400 - 2850 Hz rising @ 7 Hz

7 1200 - 500 Hz falling @ 1 Hz

8 Alternating tone 800 Hz/1200 Hz@1 Hz

853 -    LED Double Flash Beacon
Connection: Screw terminal 0,5 - 1,5 mm2

Voltage: 12 V DC 24 V DC 48 V AC 115-230 V AC

Current consumption: < 100 mA < 80 mA < 95 mA < 180 mA

red 853 110 54 853 110 55 853 110 66 853 110 80

green 853 210 54 853 210 55 853 210 66 853 210 80

yellow 853 310 54 853 310 55 853 310 66 853 310 80

clear 853 410 54 853 410 55 853 410 66 853 410 80

blue 853 510 54 853 510 55 853 510 66 853 510 80

Accessories
Connector for traffic light combinations 975 853 01

Cable gland M20 x 1.5 mm, 8mm thread length 975 853 02

Use our configurators at www.werma.com to put together the right tower 

quickly and easily.
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TRAFFIC LIGHTS

The traffic light range provides effective and reliable 

signalling in single or combination lights.
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Your benefits

• Cost-effective traffic light with 

LEDs and clear lenses

• Easy installation in just a few 

steps and with any combination 

of 4 lights

• RGY version: reduction in 

number of variants by combining 

three colours in a single pro-

duct – Ideal where space is 

restricted

• Additional high-output audible 

signalling of up to 110 dB(A) 

available in combination with 

multi-tone sound-er/vocal alarm 

190

• Extremely robust: available up to

IP 69K

43



Traffic Light

Protection rating IP 65

Dimensions (Ø x H) 150 mm x 154 mm

Housing PC/ABS-Blend, grey

Lens PC, transparent

Cable entry From top or bottom with cable gland M20 x 1.5 mm or from the back 
with rubber grommet Ø 6-12 mm, included in assembly.

Connection CAGE CLAMP® 0,5 - 1,5 mm2

Fixing Base mounting, bracket mounting (accessory),
tube mounting (accessory)

Installation position As required

Life duration Up to 50.000 h

890 - LED Traffic Light
Voltage: 12-24 V DC 115-230 V AC

Current consumption: < 200 mA < 35 mA

red 890 120 55 890 120 68

green 890 220 55 890 220 68

yellow 890 320 55 890 320 68

890 - LED Permanent Light RGY
Voltage: 12-24 V DC 115-230 V AC

Current consumption: < 220 mA < 40 mA

RGY (red, green, yellow) 890 480 55 890 480 68

Accessories
FIXING BRACKET 

Fixing bracket for one beacon 975 890 33

Fixing bracket for two beacons 975 890 34

Fixing bracket for three beacons 975 890 35

Fixing bracket for four beacons 975 890 37

CONNECTING GROMMET

Connecting grommet for traffi c light combinations 975 890 25

Use our configurators at www.werma.com to put together the right tower 

quickly and easily.
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Traffic Light

Protection rating IP65/69k

Dimensions (L x H x W) 2 tier: 85 mm x 309 mm x 136 mm
3 tier: 85 mm x 394 mm x 136 mm

Housing PC-ABS, grey

Cable entry Cable diameter max. 13 mm

Fixing Wall mounting, tube mounting (accessory)

Connection Screw terminal 0,5-1,5 mm2

Installation position Vertical/hanging

Duty cycle 100 %

Life duration Up to 50.000 h

894 - LED Traffic Light
Lens: PC, clear transparent

Voltage: 24 V DC 115-230 V AC

Current consumption:
< 60 mA (red/yellow)
< 120 mA (green)

< 30 mA per tier at 230 V/50 
Hz

red/green 894 160 55 894 160 68

red/yellow/green 894 180 55 894 180 68

894 - LED Traffic Light 
Lens: PC, colored transparent

Voltage: 24 V DC 115-230 V AC

Current consumption: < 60 mA (red/yellow) < 30 mA per tier at 230 V/50 Hz

red/green 894 060 55 894 060 68

red/yellow/green 894 080 55 894 080 68
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VOCAL ALARM

This extremely loud Vocal Alarm provides the ability to play applicati-

on-specific audio files in order to produce clear and targeted instructions. 

It is particularly suitable for large assembly facilities and can address de-

fined groups of people (for example, a particular work unit) in a targeted 

manner.
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Vocal alarm

• Reliable alarm output over long distances or in noisy 

environments

• Easy to adjust to local conditions

• Excellent audio and sound quality for optimum clarity of signalling

• Completely flexible; audio files selected and loaded by yourself

Protection rating IP 65

Dimensions (L x H x W) 111 mm x 98 mm x 111 mm

Voltage 24 V DC

Current consumption < 500 mA Low Power
< 1500 mA High Power

Housing PP-GF, PC/ABS

Sound output Adjustable, up to 110 dB

File transfer Via USB connection and provided software

Possible data format Mp3 and wav files

Number of sequences 15 files can be remotely triggered or one sequence 
with max. 50 files

Suitable for Windows®, System requirements - see Handbook

Assembly Vocal alarm, USB connection cable and software

Order no. 154 000 55
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Please note: 
This is just a small selection from our product range. Further products

 can be found in our current catalogue or at www.werma.com.


